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Abstract
A study on the optimal procedure for obtaining SEA (statistical energy
analysis) coupling loss factors (CLF) numerically is presented. The energies of
a SEA system with two subsystems (one excited, the other one unexcited) are
obtained from deterministic numerical simulations. Three different ways of iso-
lating the CLF are explored: from the power balance of the excited subsystem
(first approach) or the unexcited subsystem (second approach) and from the
power transmitted through the connection (third approach). An error propa-
gation analysis shows that the first approach is unreliable and that the second
approach is the best option. As application examples, the CLF between some
typical building structures is computed. These examples illustrate the potential
of the estimated CLFs to solve larger problems with SEA and show the influ-
ence of the type of excitation on the coupling loss factor estimation. Finally, a
simplified technique to account for the effect of studs in double walls with SEA
is presented.
Keywords: Statistical energy analysis, error propagation, coupling loss factor,
numerical simulation
1 Introduction
Dealing with real-life vibroacoustic problems with statistical energy analysis (SEA) is
not a straightforward task. The obtention of the coupling loss factors (CLF) may be a
limiting factor for complex connections. In this paper a study on the optimal technique
for obtaining the coupling loss factors between two subsystems, independently of the
device connecting them, is presented.
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Statistical energy analysis is an energy-based approach to vibroacoustic problems,
widely used in building design due to its low computational cost and simplicity. It was
first described by Lyon [17] as a framework of analysis based on the sound behaviour
at high frequencies, and consists in performing power balances in an averaged way
between the different subsystems of the vibroacoustic system. Due to this averaged
nature, SEA is not designed to take into account small details of the problem geometry
or heterogeneities.
For complex systems, the parameters required in the SEA formulation, such as
the coupling loss factors, cannot be calculated analytically. One option for obtaining
these parameters is to identify them from laboratory measurements. Some authors
working in that direction are Semprini and Barbaresi [26], De Langhe and Sas [16],
Ge´lat and Lalor [12], Renji and Mahalakshmi [25] or Bies and Hamid [1]. Most of
them use the power injection method (PIM). This is a very common technique for
estimating coupling loss factors from experiments. It is based on measuring energies
and powers experimentally and fitting the CLFs from power balances.
Another option to estimate these parameters is using deterministic formulations
and the help of numerical methods. In the past decades, several authors have pre-
sented different approaches to estimate CLFs from numerical simulations. Some of
them [10, 29, 28, 33] use finite element methods (FEM) to obtain the energy fluxes
in the problem, and then estimate SEA parameters from them. They mainly focus
on mechanical problems with no acoustic interaction and do not apply the obtained
parameters for solving larger problems.
Maxit and Guyader [21] estimate the coupling loss factors from modal parameters
of the SEA subsystems. They use modal analysis to obtain these parameters by
means of simplifying the problem with the help of substructuring. The substructuring
criterion restricts the approach to domains where there are two distinct subsystems
and one of them has a clearly stiffer behaviour than the other one. Problems where the
subsystems are not in direct contact but connected by a third element, such as double
walls, should be approached differently. Maxit and Guyader apply their approach to
obtain coupling loss factors between beams and plates with common edges and Totaro
et al. [31] use the same approach to compute coupling loss factors between structures
and cavities.
Finally, Thite and Mace [30] deal with the idea of obtaining robust estimators
of these parameters from the deterministic results. They explore the usefulness of
Montecarlo simulations for obtaining robust enough values of the coupling loss factors
to be used later in different types of problems.
The main contribution of this paper is the study on the optimal approach for ob-
taining the coupling loss factors between two subsystems from numerical simulations.
The choice of the approach is based on the error propagation committed by operating
the approximated values of the energies. Other contributions derived from exploiting
the chosen technique are the following:
• An analytical expression, based on the wave approach, for the coupling loss
factor between two plates connected by an elastic rotational joint.
• An analysis, based on numerical simulations, of the effects of considering the
cavity between the two leaves of a double wall as an SEA subsystem or as a
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connection between subsystems. It is followed by the proposal of a combined
approach that accounts for all the transmission phenomena relevant in the dou-
ble wall.
• An analysis on the influence of the excitation used in the CLF estimation when
this factor is applied for solving larger vibroacoustic problems with SEA.
• A simplified approach to obtain the coupling loss factor caused by the studs
between the two leaves of a double wall. Also a comparison of the coupling
effect of the air cavity and the effect of the studs.
An outline of the paper follows. The bases of the CLF estimation are explained
in Section 2. Three different ways of computing the CLF once the energies of the
subsystems are known are described. An error propagation analysis is performed,
identifying the best expressions to use in the CLF computation. At the end of the
section, the deterministic approach [8, 9] is briefly reviewed. In Section 3 some ap-
plication examples are shown. The coupling loss factor between structures connected
by different mechanical devices is obtained and compared with analytical expressions
in order to validate the technique. The computed values are then used to solve more
complex problems with low computational cost. The coupling loss factors associated
to double walls are also computed. The effect of the air cavity is analysed and com-
pared with typical SEA expressions. Moreover, an example of the applicability of
the CLF estimations to obtain the sound reduction index of double walls is shown,
considering walls with and without studs between the leaves. Finally, the conclusions
of the work are presented in Section 4.
2 Methodology
The technique for computing the CLF between two subsystems is presented here. For
any connecting device between them, the deterministic vibroacoustic problem is solved
numerically and the coupling loss factor is computed from the numerical results.
2.1 CLF calculation
The CLF calculations are done for systems consisting of two subsystems. The SEA
formulation in this case is{
Π1,in
Π2,in
}
= ω
[
η11 + η12 −η21
−η12 η21 + η22
]{ 〈E1〉
〈E2〉
}
, (1)
where ηii and 〈Ei〉 are the internal loss factor and averaged energy of subsystem
i respectively, Πi,in is the input power in subsystem i and ηij is the coupling loss
factor between subsystems i and j (with i 6= j). This factor satisfies the consistency
relationship
ηijni = ηjinj (2)
where ni is the modal density (number of modes per Hz) of subsystem i.
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One of the basic properties of the SEA formulation is the proportionality between
the power exchanged by two subsystems Π12 and the energies of these subsystems [17]
Π12 = ω (η12 〈E1〉 − η21 〈E2〉) . (3)
The standard procedure in SEA is to compute the averaged energies of the sub-
systems with Eq. (1). The input powers are usually known, for a given excitation. In
building acoustics, the internal loss factor can be computed with analytical expressions
available in the literature [4] for most types of subsystems. However, the analytical
expression for the coupling loss factor is only available for simple connections.
In this work, the SEA formulation for a system consisting of two subsystems is
used to estimate the coupling loss factor. The averaged energies are obtained from
the numerical simulation of the same vibroacoustic problem and Eq. (1) is used to
compute η12. Since the energy values are frequency-dependent, the CLF will also
depend on the frequency, and therefore the result of the computation will not be a
single value but a CLF law in terms of the frequency.
Three different ways are explored for computing the coupling loss factor. Two
of them are based on the SEA formulation for the 2-subsystem case (1), when only
the first subsystem is excited (i.e. Π2,in = 0). The third one is based on the power
exchange at the connection (3). They are:
First expression: CLF is isolated from the first equation in system (1) (power
balance of subsystem 1) as
η12 =
Π1,in/ω − η11 〈E1〉
〈E1〉 − n1n2 〈E2〉
. (4)
Second expression: CLF is isolated from the second equation in system (1)
(power balance of subsystem 2) as
η12 =
η22 〈E2〉
〈E1〉 − n1n2 〈E2〉
. (5)
Third expression: CLF is isolated from the expression (3) of the power trans-
mitted through the connection as
η12 =
Π12
ω
(
〈E1〉 − n1n2 〈E2〉
) . (6)
2.2 Error propagation analysis
The three techniques described in Section 2.1 involve operations between approxi-
mated quantities. Therefore, an analysis of the error propagation (see [13, 14]) is
required in order to check the reliability of these calculations. The relative error of a
certain approximation x¯ with respect to the exact value x can be computed as
rx =
x− x¯
x
. (7)
For the sake of simplicity, the following assumptions are made:
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• 〈E1〉 ≫ 〈E2〉. This is the weak coupling hypothesis, required by the SEA frame-
work.
• η11 = η22 and n1 = n2. In all the examples both subsystems have the same
properties, in particular the same internal loss factor and modal density. This
assumption is not necessary but simplifies the expressions and facilitates the
understanding of the error propagation.
• The internal loss factors ηii are given values and, therefore, they are error-
free. This hypothesis is removed in A, where a more complete error propagation
analysis is performed, considering that every parameter may be subject to error.
If these simplifications are incorporated to Eq. (4), the value of the relative error
of η12 computed with the first expression is
rη12 ≃ (rΠ1,in − r1)
(Π1,in)
ω 〈E1〉
(
Π1,in
ω〈E1〉
− η11
) = (rΠ1,in − r1)
(
1 +
〈E1〉 η11
Π1,in
ω
− η11 〈E1〉
)
=
= (rΠ1,in − r1)
(
1 +
〈E1〉
〈E2〉
)
=
(
1 +
〈E1〉
〈E2〉
)
rΠ1,in −
(
1 +
〈E1〉
〈E2〉
)
r1 (8)
where r1 and rΠ1,in are the relative errors associated to the computation of 〈E1〉 and
Π1,in respectively.
The assumption of weak coupling leads to the conclusion that |rη12 | ≫|rΠ1,in − r1|.
The relative error of the CLF computed with this approach is larger than those of
the energy and incoming power of subsystem 1. There is an amplifying factor of the
error caused by the subtraction of two very similar values, Π1,in/ω and η11 〈E1〉, that
makes this way of estimating the CLF unreliable.
The error committed in the computation of the CLF obtained with the second
expression (5) is
rη12 =
r2 − r1
1− r1 ≃ r2 − r1 (9)
where r2 is the relative error in the calculation of 〈E2〉. The error in the CLF is of
the same order of the errors in the calculation of the energies.
In a similar way, the value of the error committed with the third expression (6)
is
rη12 ≃ rΠ12 − r1, (10)
where rΠ12 is the relative error associated to the computation of Π12. As in Eq. (9),
the error in the CLF is of the order of the errors of the computed quantities, with no
amplifying factor.
The relative error of the three expressions can be computed as a linear combination
of the relative errors of the energies and powers. In Equations (9) and (10) the
combination coefficients are equal to one, but in Eq. (8) they are much larger than
one. The main conclusion is that subtractions of very similar quantities should be
avoided in the computation of the CLF. Instead, expressions in which the power
exchanged in the connection or the energy of the unexcited subsystem appear in the
numerator provide better results.
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Two considerations must be done regarding these results. The first one is their
dependence on the weak coupling between the subsystems. If the coupling is stronger,
the first expression (4) performs much better in terms of the error propagation, be-
cause the two quantities in the subtraction are not similar anymore. However, the
weak coupling is a hypothesis of SEA and, therefore, strong couplings lead to unreli-
able results with the three expressions.
The second consideration is related to the estimation of the CLF from experimental
values. In that case, the experimental error may be a systematic error, and the values
of rΠ1,in and r1 may have the same sign and be of the same order. In that case,
even if the coefficients that multiply the energy and power errors in Eq. (8) are much
greater than one, the value of the two terms may be similar and therefore, they could
compensate and provide a low value of the CLF error. This is one possible reason
for the good results achieved in [3], where Campolina et al. estimate the coupling
loss factor from experimental measurements. However, it is better to use the second
expression, since it provides a more robust way for computing the CLF. In fact, this
expression is equivalent to those resulting from the formulations in [10, 28] and the
CLF expression derived in the Power Injection Method [16]. The third expression is
also reliable, but it requires obtaining another value: the transmitted power.
2.3 Deterministic approach
The energies 〈E1〉 and 〈E2〉 and powers Π1,in and Π12 required for the CLF calculation
are obtained from numerical simulations of the vibroacoustic problems.
2.3.1 Numerical modelling of the vibroacoustic problem
Most of the examples consist of floors or walls connected by different devices. They
are modelled with the thin plate equation in the frequency domain
D∇4u (x, y)− ω2ρsu (x, y) = q (x, y), (11)
expressing the vibration field in the plates in terms of the eigenfunctions of simply
supported plates, see Dı´az-Cereceda et al. [8]. In Eq. (11), D = Eh3/12(1 − ν2) is
the bending stiffness of the plate (where E, ν and h are Young’s modulus, Poisson’s
ratio and the thickness of the plate), ρs its mass per unit surface, q (x, y) the applied
load per unit surface, ω = 2pif (with f the frequency of vibration) and u (x, y) the
plate deflection.
If the plates are connected with a mechanical device, its effect is modelled as an
extra force or moment, connecting the vibrations of both plates as explained in [8].
If the plates are connected by an air cavity forming a double wall, the coupled
vibroacoustic problem is solved, namely the thin plate equation (11) for the plates
and the Helmholtz equation
∇2p (x) + k2p (x) = 0 (12)
for the acoustic domain, where p (x) is the pressure field and k is the wave number in
the air. Modal analysis [9] is used for solving the acoustic part of the problem. This
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technique exploits the simple geometry of the problem to achieve an accurate result
with less computational cost than a finite element discretisation. However, for a more
complex geometry the problem might be solved with other discretisation techniques,
such as the finite layer method [9] or the finite element method [23].
2.3.2 Energy calculation
The CLF estimation requires the computation of the averaged energy of each plate
and, for the third expression, the power transmitted through the connection between
plates.
Once the displacement field u(x, y) in a plate is known, its velocity is obtained
as v(x, y) = iω u(x, y), where i =
√−1. Then, the averaged energy of the plate is
computed as [15]
〈E〉 = M 〈v2RMS〉 (13)
where M is the mass of the plate and 〈v2RMS〉 is the spatial mean square value of its
velocity.
According to SEA hypotheses, the incident field must be diffuse. For instance, if
the excitation is an impact on one of the plates, the spatially distributed and uncor-
related excitation required by SEA is achieved by solving twenty different problems,
each one with the force applied in a different (random) excitation point. The resulting
energies are averaged to provide the diffuse output. The decision to use twenty dif-
ferent excitations was motivated by the works of Totaro and Guyader [31] and Maxit
and Guyader [22]. Moreover, a convergence study has been performed, showing that
the differences between using 20, 30 or 40 points are barely noticeable.
The computation of the power Π12 transmitted between plates 1 and 2 through a
connection depends on the connection characteristics. Its general expression is
Π12 =
1
2
Re
(∫
Ω
q(x, y) v∗(x, y) dΩ
)
(14)
for a translational connection, or
Π12 =
1
2
Re
(∫
Ω
m(x, y)w∗(x, y) dΩ
)
(15)
for a rotational connection; m(x, y) is the moment per unit surface and w(x, y) the
rotational speed, both of them at the connection. The superscript ∗ means the conju-
gate of a complex number. This surface integral reduces to a line integral or a point
evaluation for a line or point connection respectively.
The computation of the incoming power to the system is also necessary. If the
excitation is a point force on one of the plates, the associated power is computed as
Πin =
1
2
Re
{
Fpv
∗
p
}
(16)
where the subscript p means evaluated at the point where the impact is exerted and
Fp is the value of the applied force.
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However, if the excitation is a pressure wave impinging on one of the plates, the
associated power is computed as
Πin =
〈P 2RMS〉LxLy cosϕ
ρairc
, (17)
where 〈P 2RMS〉 is the mean square pressure exciting the plate, Lx and Ly are the
plate dimensions, ϕ is the incidence angle of the pressure wave and ρair and c are the
density and the speed of sound in the air respectively. This value is also averaged for
different incident angles, ranging from 0o to 90o in order to reproduce the diffuse field
excitation.
In some examples of this paper, the CLF between a room and an adjacent wall
is also required. It has been computed numerically in order to capture as much
information as possible. For the calculation, the energy of the room is computed
assuming diffuse field as
〈E〉 = Vroom
〈
P 2RMS
〉
/ρairc
2, (18)
where Vroom is the volume of the room.
3 Applications in building acoustics
3.1 Coupling loss factor for mechanical connections
In this section, some structural configurations with a known analytical expression of
the CLF are studied. All the examples consist of walls or floors, which are modelled
as thin plates, connected by mechanical devices.
The mechanical and geometric properties of the plates are summarised in Tables
1 and 2 respectively. The external excitation of the system is always a force of 1 N,
applied on plate 1 at every Hz. Therefore Πj,in = 0 for j > 1.
The CLF calculations obtained for each Hz are averaged in third octave bands
before plotting the result.
Variable Symbol Value
Young’s modulus E 2.5 × 109N m−2
Density ρ 692.3 kg m−3
Poisson’s ratio ν 0.3
Loss factor η 3%
Table 1: Mechanical properties of the GN plasterboard plates.
3.1.1 Double wall with connecting point springs
The first example reproduces the case of a double wall without considering the effect
of the air in the cavity. It consists of two parallel simply supported leaves connected
with nine translational springs, equally distributed along the leaves as shown in Fig. 1.
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Variable Symbol Value
Plate size, x direction Lx 2.4m
Plate size, y direction Ly 2.4m
Thickness h 0.013m
Table 2: Geometric properties of the GN plasterboard plates.
Figure 1: Distribution of the nine springs.
These springs represent the effect of studs connected by point screws to the leaves.
The stiffness of each spring is K = 8 · 105 Nm−1.
The CLF estimations have been compared with an analytical expression typically
used in SEA [15, 4], obtained by analogy with an electrical circuit and valid when
each connection acts independently of the others
η12 =
nRe {Y2}
ωM1|Y1 + Y2 + Ys|2 . (19)
In Eq. (19),
Yi =
1
8
√
Diρsi
i = 1, 2 (20)
is the point mobility of each leaf, M1 is the mass of leaf 1,
Ys =
iω
K
(21)
is the mobility of the spring and n = 9 is the number of springs used.
In Fig. 2 the three methods described in Section 2.1 for computing the CLF are
compared with the analytical expression.
For this simple problem, the numerical estimations of the CLF provide good results
for the second and third expressions. However, results derived from the first expression
(4) are wrong. This behaviour is explained with the analysis of error propagation
shown in Section 2.2, and confirms the unreliability of this expression for obtaining the
CLF, specially when the coupling between the leaves is very weak. This is illustrated
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Figure 2: Comparison of the three methods of estimating η12 and its analytical ex-
pression for nine spring connections.
in Fig. 3, where the evolution of the ratio 〈E1〉 / 〈E2〉 with the frequency is shown.
The figure shows that the larger the frequency, the larger the amplifying factor. This
is coherent with the weaker behaviour of the coupling when the frequency increases,
and explains the large error of the first expression, specially at the highest frequencies.
The differences at low frequencies are reasonable, since most of the SEA hypotheses
are not satisfied at those frequencies and therefore the SEA-based expressions are no
longer valid.
3.1.2 Rotational joint
The second example consists of two adjacent floors with a rotational joint in the
common edge, see Fig. 4. It reproduces the effect of elastic joints through a long floor.
The rotation stiffness of the joint is Kθ = 10
3 Nm/radm. It relates the plate rotations
θ and bending moments m on both sides of the joint as m1 = m2 = Kθ (θ1 − θ2), [8].
The CLF estimated from the numerical solution has been compared with an ana-
lytical expression obtained with the wave approach [7]. It is based on the orthogonality
between the joint and the waves propagating in the floor. The vibration field in the
excited floor span (subsystem 1) is assumed to consist of incident waves, reflected
waves in the far field (propagating) and reflected waves in the near field (evanescent).
The vibration field in the span with no external excitation consists of transmitted
waves, both in the near and the far field. The expressions of the vibration fields in
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Figure 3: Evolution of the amplification factor of the error with the frequency.
Figure 4: Sketch of the rotational joint.
spans 1 and 2 (vz1 and vz2) are
vz1 = v1
(
e−ik1y + reik1y + rie
k1y
)
vz2 = v1
(
te−ik2y + tie
−k2y
) (22)
where k1 and k2 are the wave numbers in spans 1 and 2 respectively, r and t are the
reflection and transmission parameters and ri and ti their equivalents in the near field.
In order to find r, t, ri and ti the boundary conditions at the contact line of both
spans are applied
vz1 = 0; vz2 = 0; m1 = m2 = Kθ (θ1 − θ2) . (23)
Assuming that the wave numbers and bending stiffnesses are the same for both
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spans k1 = k2 = k and B1 = B2 = B, the following linear system holds:
1 1 0 0
0 0 1 1
−1 1 1 −1
i 1 i− Bk
Kθ
1 + Bk
Kθ


r
ri
t
ti
 =

−1
0
1
i
 . (24)
From this system, the value of r is obtained and therefore the transmission coeffi-
cient can be computed as τ12 = 1− |r|2. The CLF is obtained with the expression for
two plates sharing one edge
η12 =
2cBLτ12
piωS
(25)
where cB =
√
ω2D/ρs is the propagation velocity of the waves in the plates, L is the
length of the common edge and S is the surface of one plate.
In Fig. 5 the comparison between the three estimation methods described in Sec-
tion 2.1 and this analytical approximation is shown.
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Figure 5: Comparison of the η12 estimations and its analytical expression for the
rotational joint.
Again the errors with the first expression (4) are unacceptable, while the other
techniques present the same trend as the analytical one. However, there are some
differences between the results obtained with the second and third expressions. A
possible explanation for this discrepancy is that the computation of the power trans-
mitted at the joint is less trustable than that of the example of Section 3.1.1. In this
case, the power must be computed along a line and is also affected by the boundary
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conditions of the plate (the joint is located at an edge of the span). Therefore, the
estimation of the CLF from the power at the connection (third expression) is less
accurate than in the previous example.
3.1.3 Application for long floors
With the CLF estimations for the rotational joint, a new configuration is simulated:
the propagation of vibrations through a long floor consisting of four simply supported
plates linked together with elastic joints as shown in Fig. 6.
Figure 6: Sketch of the four plates linked with rotational joints.
The goal is to check whether the CLF obtained in Section 3.1.2 for the rotational
joint can be used in the SEA simulation of a structure consisting of more than two
subsystems, i.e. more than two floor spans. This is an example of the potential
of the technique proposed in this paper: obtaining the coupling loss factor between
two subsystems with a deterministic computation and applying it for solving larger
problems with SEA.
In order to perform the full statistical energy analysis, the only information needed,
in addition to the coupling loss factor, are the internal loss factors of the subsystems
and the input power. The internal loss factor is the same for all the subsystems and is
defined in Table 1 (ηii = η). The input power is computed as Π1,in =
1
2
|F1|2Re {1/Y1}
because the velocity field is not known a priori.
Using the CLF ηnum12 obtained in Section 3.1.2 for every joint and assuming that all
the connections and subsystems are equal (ηij = η
num
12 ∀ i, j), the energies of every
subsystem are obtained from the global SEA system
Π1,in
0
0
0
 = ω

η + ηnum12 −ηnum12 0 0
−ηnum12 η + 2ηnum12 −ηnum12 0
0 −ηnum12 η + 2ηnum12 −ηnum12
0 0 −ηnum12 η + ηnum12


〈E1〉
〈E2〉
〈E3〉
〈E4〉
 . (26)
The vibration level difference between the first and the fourth floor spans
D14 = 10 log
〈E1〉
〈E4〉 (27)
obtained with SEA is compared in Fig. 7 with the numerical solution obtained for the
deterministic analysis of the four plates. The results obtained with SEA are computed
using the two best CLF laws estimated in the 2-subsystem case: the second and third
expressions (Eqs. (5) and (6) respectively). The trend of D14 is well captured with
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SEA, for both laws of the CLF. For the SEA computation, a tridiagonal 4×4 problem
is solved at each frequency, while the linear systems to be solved in the numerical
computation are block-tridiagonal and their size ranges from 624 degrees-of-freedom
(dof) for the lowest frequency to 968 dof for the highest frequency.
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Figure 7: Comparison of D14 obtained with the deterministic and the statistical meth-
ods using the CLF obtained numerically.
3.2 Coupling loss factor in double walls
The isolating effect of the air cavity located between the two leaves of a double wall
is analysed here. This example has been chosen because it is a representative vibroa-
coustic problem and also because the SEA treatment of double walls is a challenge:
the air cavity may be treated as an SEA subsystem or just as a connection between
subsystems [15].
The use of SEA for modelling double walls has been studied by Craik in [5] and [6]
and by Brekke in [2]. Craik focuses on the search of accurate expressions for the indi-
rect coupling loss factor between the rooms and the cavity. On the other hand, Brekke
concludes, with the help of experiments, that the effect of the air stiffness should be
taken into account, as well as the resonant transmission, for lower frequencies.
Here, the coupling loss factor between the two leaves of the double wall is com-
puted numerically and compared with analytical expressions available in the literature.
Then, an example of the sound reduction index between two rooms separated by a
double wall is reproduced with statistical energy analysis using the coupling loss fac-
tors estimated from numerical simulations. This result is compared with the sound
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reduction index computed with a purely deterministic approach. Finally, the effect
of steel studs in the sound reduction index of the double wall is analysed. The same
example is reproduced adding studs of different shapes, and their coupling effect is
compared with that of the air cavity.
For all the examples, the leaves are made of plasterboard, whose properties are
described in Table 1 and the cavity thickness is H = 0.07 m. Therefore, the mass-
air-mass natural frequency for the two leaves and the cavity is fmam = 106.5 Hz.
Moreover, the absorption coefficient at the cavity contour is assumed to be α = 0%.
This is a reasonable assumption, since the area of the cavity contour is much lower
than the rest of areas involved in the problem, and therefore the dissipation at the
cavity is negligible compared to the energy transmissions. If the cavity was filled with
absorbing material, the behaviour would be much different and the cavity should be
treated as a non-conservative connection between the two leaves. This topic will be
addressed in a forthcoming contribution.
3.2.1 Comparison with analytical expressions
Different SEA references [4, 15] do not coincide in the optimal way to deal with
double walls in SEA. Neither the identification of subsystems nor the coupling loss
factor expressions are clear.
A very common option is to consider the cavity as an SEA subsystem [4] (see
Fig. 8), and obtain its own modal density
ni =
4pif 2Vcav
c3
+
2pifScav
4c2
+
Lcav
8c
(28)
and internal loss factor
ηii =
cαScav
8pifVcav
, (29)
where Vcav is the cavity volume, Scav is the surface of the cavity boundary (the sum
of the area of all the faces surrounding the cavity except the contact surface with the
leaves) whose absorbing factor is α and Lcav is the sum of the lengths of the twelve
cavity edges. In the examples of this work, ηii = 0.
Then, the coupling loss factors between the cavity and the leaves are obtained as
ηij =
ρaircσfc
4pif 2ρs
, (30)
where fc is the coincidence frequency between the leaf and the air and σ is the radiation
efficiency of the leaf. The radiation efficiency is computed with the expressions defined
in [20] with a small modification: the critical frequency treatment is applied for all
the frequencies in a range of fc ± 5Hz.
For this case, an equivalent coupling loss factor between the leaves is obtained in
order to compare it with the other techniques. This is possible because the absorption
coefficient at the cavity is null and, therefore, the cavity only transmits energy, without
dissipating it.
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Figure 8: Sketch of an SEA model of a double wall where the cavity is considered as
a subsystem.
Considering the cavity as subsystem 3, the global SEA-system is
Π1,in
0
0
 = ω
 η11 + η13 −η31 0−η13 η33 + η31 + η32 −η23
0 −η32 η22 + η23

〈E1〉
〈E3〉
〈E2〉
 . (31)
Assuming that the two leaves are identical (η13 = η23, η31 = η32 and η11 = η22)
and imposing η33 = 0, the system becomes
Π1,in
0
0
 = ω
 η11 + η13 −η31 0−η13 2η31 −η13
0 −η31 η11 + η13


〈E1〉
〈E3〉
〈E2〉
 . (32)
Isolating 〈E3〉 from the second equation and replacing it in the other two, the
system can be reduced to{
Π1,in
0
}
= ω
[
η11 + η13/2 −η13/2
−η13/2 η11 + η13/2
]{ 〈E1〉
〈E2〉
}
(33)
and, therefore, the equivalent value of η12 is
ηequi12 =
η13
2
. (34)
Another option is to consider the air cavity as a connection between the two
subsystems (leaves) as shown in Fig. 9; in particular as a spring with stiffness Kair =
ρairc
2S/H , where H is the thickness of the cavity. This approach takes into account
the non-resonant transmission caused by the stiffness of the air. The coupling loss
factor is computed with the electrical circuit analogy, as done by Hopkins [15], using
Eq. (19) with n = 1.
Figure 9: Sketch of an SEA model of a double wall where the cavity is considered as
a connection.
In this work, the coupling loss factor between the two leaves of a double wall is
obtained solving the vibroacoustic problem with modal analysis and isolating the CLF
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Figure 10: Comparison of the η12 estimations and analytical expressions for the cavity
in double walls.
with the second expression (5). This CLF law is compared with the two analytical
approaches in Fig. 10. The dimensions of the leaves are the same as in Table 2.
Leaving the low-frequency discrepancies aside, Fig. 10 shows that the numerical
estimation of the CLF is a good way of taking into account all the physical phenomena
occurring in the wall. It shows, as Brekke suggested in [2], two main features: on
the one hand, the importance of the equivalent stiffness of the air, specially at mid
frequencies; on the other hand, the coincidence phenomenon that takes place at 2500
Hz in this double wall. This phenomenon is only considered by SEA when the cavity
is treated as a subsystem. In fact, SEA overestimates a little the transmission at that
frequency. This may be due to the simplifications involved in the expressions of the
radiation efficiency. Therefore, both analytical expressions miss part of the physical
information. However, if the analytical expressions are to be used, a complete SEA
model is recommended, considering both transmission paths in order to reproduce the
real behaviour. The cavity must be considered both as a connecting device and as a
subsystem (see Fig. 11).
In Fig. 12 the coupling loss factor obtained numerically is compared with the
CLF resulting from adding the coupling loss factor between the two leaves computed
with the electrical analogy and the equivalent coupling loss factor between the leaves
described in Eq. (34). The need of considering both behaviours together along the
whole frequency range becomes evident.
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Figure 11: SEA sketch for the combination of the two techniques.
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pressions for the cavity in double walls.
3.2.2 Application for larger vibroacoustic problems
The potential of this technique for dealing with large vibroacoustic problems is shown
computing with SEA the sound reduction index between two rooms separated by a
double wall (Fig. 13). The coupling loss factors required for the analysis are estimated
from numerical simulations. The sound reduction index is compared with the one
obtained from the deterministic approach to the same problem. In this simulation,
the properties of the system correspond to those of a proper-SEA system [19]. If, on
the contrary, the system is quasi-SEA and indirect coupling loss factors are required,
18
they can be estimated as described in B.
The sound reduction index is obtained from the mean square pressures at the
source (P 2RMS1) and receiving (P
2
RMS2
) rooms as
R = 10 log10
P 2RMS1
P 2RMS2
+ 10 log10
S
A
. (35)
where S is the surface of the wall and A =
∑
αjSj is the absorption area in the
receiving room.
Figure 13: Sketch of the sound transmission through a double wall.
The deterministic approach is based on solving numerically the Helmholtz equation
(12) for the rooms and using the analysis described in Section 2.3.1 for the double
wall.
The SEA approach consists of 4 subsystems: sending room, leaf 1, leaf 2 and
receiving room. The coupling loss factors between the two leaves η23 and η32 are ob-
tained from the results of the deterministic computation described in Section 3.2.1.
The coupling loss factors between each leaf and the adjacent room have been com-
puted with numerical simulations too, because the expressions provided in [20] for the
radiation efficiency are only suitable for mechanical excitations. Therefore, they un-
derestimate the sound transmission when the excitation consists of a diffuse pressure
field, as shown by Vigran on [32].
The leaf-room CLF is obtained with Eq. (5), computing the averaged energies
from the numerical simulation of a system consisting of a room in contact with a leaf
(see Fig. 14). Since the first SEA subsystem is the sending room and the last one is
the receiving room, the influence of applying the correct excitation when estimating
the coupling loss factor between the room and the leaf is studied.
Two vibroacoustic problems have been solved, with the only difference of the
excitation applied to the system. In problem A, the excitation is a sound source
in the room (left part of Fig. 14). In problem B, the excitation is a pressure wave
impinging on the leaf (right part of Fig. 14). A natural approach would be to estimate
η12 and η21 from problem A and η34 and η43 from problem B. However, the influence
of this choice is analysed here.
In Fig. 15 the sound reduction index between the two rooms is shown from three
different approaches. Two of them correspond to solving the problem with SEA. On
19
Figure 14: Sketch of the 2-subsystem vibroacoustic problems solved to obtain the
coupling loss factors.
the first one, η12 and η21 are estimated from problem A, and η34 and η43 from problem
B. On the second one, the four coupling loss factors between the rooms and leaves are
obtained from problem B. The third one is the result of a numerical calculation of the
sound reduction index with a full deterministic approach [11], based on modelling the
rooms with Helmholtz equation and the double wall as described in Section 2.3.1.
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In this example, the two rooms are identical, as well as the two GN plasterboard
leaves. Their material properties are enumerated in Table 1 and the rest of the problem
data are described in Table 3.
Variable Symbol Value
Plate size, x direction Lx 2m
Plate size, y direction Ly 3m
Plate thickness h 0.013m
Cavity thickness H 0.07 m
Room dimensions Lx × Ly × Lz 2m × 3m × 5m
Room absorption α 10 %
Cavity absorption αcav 0 %
Table 3: Sound reduction index through the double plasterboard wall. Problem data.
Results in Fig. 15 are not shown for the lowest frequencies because SEA hypotheses
are not satisfied there. The sound reduction index law computed numerically, or with
SEA and the CLFs obtained from problems A and B, present the same trend. How-
ever, the trend of the results computed only with the CLFs estimated from problem B
is much different than the other two. This illustrates the importance of estimating the
coupling loss factors from problems with the same excitation at which the subsystems
will be subjected afterwards.
The computation of the sound reduction index with the deterministic approach
could not be performed for the highest frequencies, due to the large number of de-
grees of freedom (more than 65 000) involved in the numerical computation at each
frequency. The improvement of the proposed approach in terms of the computational
cost is remarkable, since the SEA approach only requires solving a 4×4 linear system
at each frequency, and the numerical simulations required for estimating the coupling
loss factors are much smaller than the full coupled approach. Furthermore, once the
coupling loss factors are computed, they can be used in the SEA resolution of any
other problem consisting of repetitions of the same elements (rooms and walls), such
as a whole building.
3.2.3 Effect of the studs in the sound transmission through double walls
The acoustic effect of steel studs located between the two leaves of the double wall is
studied with SEA, Fig. 16. To do so, the coupling loss factor associated to the stud
connections is computed and added to that of the air cavity to reproduce the global
behaviour of the double wall.
The computation of the coupling loss factor associated to the studs is performed
assuming them to be line springs with frequency-dependent stiffnesses. These stiffness
laws were computed from numerical simulations by Poblet-Puig et al. in [24]. If the
connections were more complex and could not be approximated by line springs, a
finite element analysis would have to be performed, see Fig. 17, and the CLF would
be computed with one of the expressions described in Section 2.1.
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Given the equivalent stiffness of the stud, the associated coupling loss factor can
be derived similarly as in [24]
η12 =
nLRe
{
Y L2 /Ly
}
ωM1|Y L1 /Ly + Y L2 /Ly + Y Ls /Ly|2
, (36)
where nL is the number of studs; the line mobilities of the leaves, modelled as thin
plates, are obtained as [27]
Y L =
1
2(1 + i)ρscB (f/fc)
1/2
, (37)
and the line mobility of the spring is Y Ls = iω/KL.
The coupling loss factor computed with Eq. (36) is added to that of the air cavity in
the SEA system. In Fig. 18 the sound reduction index of the same example described
in Section 3.2.2 is shown, both for the simple leaf-cavity-leaf system and for the same
wall with four studs inside. Two types of studs are considered: on the one hand a
conventional S-section stud and on the other hand an acoustic stud (LR), with the
shapes shown in Fig. 19. The dimensions of the studs are d1 = 70 mm, d2 = 40 mm,
d3 = 10 mm, d4 = 14 mm, d5 = 14 mm and d6 = 28 mm.
For the highest frequencies the increment in the sound transmission due to the
extra path added by the studs is negligible. This happens because the transmission
through the air cavity for these frequencies is already large compared to the one added
by the studs. For the mid-frequency range, however, the presence of the studs reduces
the sound insulation of the double wall. The improvement of the performance with
the acoustic stud in front of the conventional one happens, as expected, for the mid
and high frequencies. As explained in [24], the increase of flexibility due to stud shape
is more relevant around the eigenfrequencies where the central part of the stud acts
as a spring. These eigenfrequencies do not happen in the low-frequency range.
4 Conclusions
This paper has shown different aspects to take into account for the CLF estimation
with numerical simulations, as well as other considerations related to the use of sta-
tistical energy analysis. They are summarised here:
• The way of computing the CLF once the deterministic problem is solved is
very important for performing a good estimation. The values from which the
CLF is computed already have a certain error, and therefore a study of the error
propagation is required. Expressions where two similar quantities are subtracted
must be avoided.
• The CLF estimated from systems consisting of only two subsystems can be used
for solving larger problems with SEA. However, the CLF estimation must be
performed with the same type of excitation of the problem where it will be
applied.
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• A numerical estimation of the coupling loss factor between the two leaves of a
double wall, allows to take into account both the resonant and the non-resonant
transmission. It also allows to detect that the two analytical approaches, associ-
ated to the treatment of the cavity as a subsystem or as a connection respectively,
only provide a good model of the real behaviour if they are added.
• The effect of studs can be easily considered with SEA if they are treated as line
springs with frequency-dependent stiffness. The coupling loss factor associated
to the studs does not always involve a significant increment of the sound trans-
mission. The effect depends on the frequency, the type of stud and the cavity
properties. The use of acoustic studs improves the insulation of the double wall
in front of the conventional ones for mid and high frequencies.
A Global analysis of the error propagation
A more complete error propagation analysis is performed here, where every quantity
has been considered susceptible to have errors. The analysis has been performed for
the three expressions proposed in Section 2.1.
First expression:
η12 =
Π1,in/ω − η11〈E1〉
〈E1〉 − n1n2 〈E2〉
. (38)
The relative error in this case is
rη12 =
Π1,in/ω
Π1,in/ω − η11〈E1〉rΠ1,in −
η11〈E1〉
Π1,in/ω − η11〈E1〉 (rη11 + r1)−
− 〈E1〉〈E1〉 − n1n2 〈E2〉
r1 +
n1
n2
〈E2〉
〈E1〉 − n1n2 〈E2〉
(rn1 − rn2 + r2) . (39)
If the coupling is weak and 〈E1〉/n1 ≫ 〈E2〉/n2, then Π1,in/ω − η11〈E1〉 tends to
zero and therefore
rη12 ≃ F1rΠ1,in − F2 (rη11 + r1)− r1, (40)
where the factors F1, F2 ≫ 1.
Second expression:
η12 =
η22〈E2〉
〈E1〉 − n1n2 〈E2〉
. (41)
The relative error is
rη12 = rη22 + r2 −
〈E1〉
〈E1〉 − n1n2 〈E2〉
r1 +
n1
n2
〈E2〉
〈E1〉 − n1n2 〈E2〉
(rn1 + r2 − rn2) . (42)
If the coupling is weak and 〈E1〉/n1 ≫ 〈E2〉/n2,
rη12 ≃ rη22 + r2 − r1. (43)
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Third expression:
η12 =
Π12/ω
〈E1〉 − n1n2 〈E2〉
. (44)
The relative error is
rη12 = rΠ12 −
〈E1〉
〈E1〉 − n1n2 〈E2〉
r1 +
n1
n2
〈E2〉
〈E1〉 − n1n2 〈E2〉
(rn1 + r2 − rn2) . (45)
If the coupling is weak and 〈E1〉/n1 ≫ 〈E2〉/n2,
rη12 ≃ rΠ12 − r1. (46)
If the coupling is weak, the conclusion is the same as with the simplified analysis:
both the second and the third expressions allow to control the error in the CLF by
controlling the error of the other variables involved in the computation. However, the
first expression amplifies the errors of the computed (or measured) variables, leading
to a much larger error for the CLF.
B CLF estimation in quasi-SEA problems
Certain vibroacoustic systems cannot be considered as proper SEA systems, because
they do not fulfill all the SEA hypotheses [18, 19]. In these quasi-SEA problems,
sometimes indirect coupling loss factors must be added. Numerical simulations can
also be used to estimate these factors, as shown here for the simplified example of
Fig. 20. It consists of three connected subsystems, where two of them are equal.
The power balances of the three subsystems when only the first one is excited are
Π1,in/ω =
(
ηintA + ηAB + ηAA
)
E1 − ηBAE2 − ηAAE3 (47)
0 =
(
ηintB + 2ηBA
)
E2 − ηABE1 − ηABE3 (48)
0 =
(
ηintA + ηAB + ηAA
)
E3 − ηBAE2 − ηAAE1, (49)
where ηAB and ηAB are the coupling loss factors shown in Fig. 20, ηAA is the indirect
coupling loss factor and ηintA and η
int
B are the internal loss factors of subsystems type A
and type B respectively. In these balances Ei stands for 〈Ei〉 as an abuse of notation
aimed to simplify the formulation.
The three expressions in Eq. (47) are linearly dependent. Therefore, to compute
the three unknowns ηAB, ηBA and ηAA another expression is required. For simplicity,
it is assumed that the consistency relation between ηAB and ηBA holds. With this
extra information, Eq. (47) becomes
Π1,in/ω =
(
ηintA + ηAB + ηAA
)
E1 − ηABE2nA/nB − ηAAE3 (50)
0 =
(
ηintB + 2ηABnA/nB
)
E2 − ηABE1 − ηABE3 (51)
0 =
(
ηintA + ηAB + ηAA
)
E3 − ηABE2nA/nB − ηAAE1. (52)
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From the power balance of the second subsystem (second line in Eq. (50)), the
value of ηAB can be isolated as
ηAB =
ηintB E2
E1 + E3 − 2E˜2
(53)
where E˜2 = E2nA/nB. This expression is only dangerous in terms of error propagation
if E1 + E3 ≃ 2E˜2. However, this case has little physical meaning. It will only take
place if the decomposition into subsystems is not properly done, leading to equal
values of the modal energy at every subsystem.
The estimation of ηAA can be done with the power balance of the first or the third
subsystem. Using the first subsystem, it reads
ηAA =
(
E3 − E˜2
) (
Π1,in/ω − ηintA E1
)
+ ηintA E3
(
E1 − E˜2
)
(E1 − E3)
(
E1 + E3 − 2E˜2
) . (54)
The expression derived from the power balance of the third subsystem is
ηAA =
(
E3 − E˜2
) (
ηintB E2 + η
int
A E3
)
+ ηintA E3
(
E1 − E˜2
)
(E1 − E3)
(
E1 + E3 − 2E˜2
) . (55)
From the analyses performed in Section 2.2, it is known that
(
ηintB E2 + η
int
A E3
)
is
a more reliable expression than
(
Π1,in/ω − ηintA E1
)
. Therefore, it would be better to
estimate ηAA with Eq. (55) than with Eq. (54).
In Eq. (50), it is assumed that the consistency relation holds for the sake of simplic-
ity. However, if this assumption is not true, another simulation (exciting a different
subsystem) should be performed to add the required extra information to the problem.
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Figure 16: Picture of the location of a stud between the leaves [24].
Figure 17: Finite element mesh of a stud.
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Figure 18: Effect of the studs in the sound reduction index through the double wall.
Figure 19: Section of the studs.
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Figure 20: Sketch of the quasi-SEA problem.
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